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NEC® Commercial and 
Industrial Building Wire


Circuit Sized
THHN/THWN
Vinylon® PVC/Nylon


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


90°C Dry / 75°C Wet


600 Volts


APPLICATIONS
600-volt building wire for use in commercial and industrial applications as specified  
in the NEC®, including machine-tool and appliance wiring. Marked VW-1.


CONDUCTORS
Solid conductors: Uncoated copper per ASTM-B3.  
Stranded conductors: Uncoated copper per ASTM-B3, ASTM-B787


INSULATION
Color-coded, heat- and moisture-resistant PVC (polyvinyl chloride)


JACKET
Nylon (polyamide), clear


INDUSTRY STANDARDS
UL 83: File No. E15119 
UL 1063 (MTW): File No. E85964 
AWM: File No. E11829 
Canada Standard C22.2 No. 75 and CSA Bulletin No. 1451 
ASTM Standards: B3, B8, B787 
WC70/ICEA S-95-658 
Federal Specification A-A-59544 
NFPA-70: National Electrical Code®


SURFACE PRINT
Sample: CERROWIRE VINYLON-A 14 AWG (2.08 mm 2) (UL) THHN or THWN or MTW or 
AWM GR2 VW-1 600V - C(UL) TWN75 or T90 NYLON
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


		  CONDUCTORS	 COVERING	 ALLOWABLE AMPACITIES*
	


	 112-1401BR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243995004


	 112-1401M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223022


	 112-1402BR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243995011


	 112-1402M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223121


	 112-1403BR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243995028


	 112-1403M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223220


 	 112-1404M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223329


	 112-1405BR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243995035


	 112-1405M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223428


 112-1406M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223473


	 112-1407M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223374


	 112-1408M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223527


	 112-1409M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223565


	 112-1410M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223619


	 112-1411M 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243223664


	 112-1431J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990313


	 112-1432J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990320


	 112-1433J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990337


	 112-1434J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990344


	 112-1435J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990351


	 112-1436J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990368


	 112-1437J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990375


	 112-1438J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990382


	 112-1439J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990399


	 112-1440J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990405


	 112-1441J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243990412


	 112-1451J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989515


	 112-1452J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989522


	 112-1453J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989539


	 112-1454J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989546


	 112-1455J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989553


	 112-1456J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243986560


	 112-1457J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989577


	 112-1458J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989584


	 112-1459J  	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989591


	 112-1460J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989607
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


	 112-1461J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243989614


	 112-1471CR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243995042


	 112-1471J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981410


	 112-1472CR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243995059


	 112-1472J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981427


	 112-1473CR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243995066


	 112-1473J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981434


	 112-1474J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981441


	 112-1475CR 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243000000


	 112-1475J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981458


	 112-1476J  	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981465


	 112-1477J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981472


	 112-1478J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981489	


	 112-1479J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981496	


	 112-1480J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981502	


	 112-1481J 	 14	 SOLID	 15	 4	 0.104	 15	 15	 15	 15	 048243981519	


	 112-1601BR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995080	


	 112-1601M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224029	


	 112-1602BR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995097	


	 112-1602M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224128	


	 112-1603BR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995103	


	 112-1603M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224227	


	 112-1604M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224326	


	 112-1605BR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995110	


	 112-1605M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224425	


	 112-1606M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224470	


	 112-1607M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224371	


	 112-1608M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224524	


	 112-1609M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224562	


	 112-1610M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224616	


	 112-1611M	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243224661	


	 112-1631J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991310	


	 112-1632J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991327	


	 112-1633J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991334	


	 112-1634J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991341	


	 112-1635J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991358	
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


	 112-1636J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991365	


	 112-1637J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991372	


	 112-1638J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991389	


	 112-1639J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991396	


	 112-1640J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991402	


	 112-1641J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243991419	


	 112-1651J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989713	


	 112-1652J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989720	


	 112-1653J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989737	


	 112-1654J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989744	


	 112-1655J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989751	


	 112-1656J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989768	


	 112-1657J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989775	


	 112-1658J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989782	


	 112-1659J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989799	


	 112-1660J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989805	


	 112-1661J	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243989812	


	 112-1671CR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995127	


	 112-1672CR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995134	


	 112-1673CR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995141	


	 112-1675CR	 12	 SOLID	 15	 4	 0.120	 20	 20	 20	 23	 048243995158	


	 112-1801BR	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243995165	


	 112-1801J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225002	


	 112-1801M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225026	


	 112-1802BR	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243995172	


	 112-1802J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225101	


	 112-1802M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225125	


	 112-1803BR	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243995189	


	 112-1803J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225200	


	 112-1803M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225224	


	 112-1804M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225323	


	 112-1805BR	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243995196	


	 112-1805J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225408	


	 112-1805M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225415	


	 112-1806J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225453	


	 112-1806M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225460	
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


	 112-1807J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225354	


	 112-1807M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225361	


	 112-1808J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225507	


	 112-1808M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225514	


	 112-1809J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225552	


	 112-1809M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225569	


	 112-1810J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225606	


	 112-1810M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225620	


	 112-1811J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225651	


	 112-1811M	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243225668	


	 112-1871C	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243983711	


	 112-1871J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981816	


	 112-1872C	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243983728	


	 112-1872J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981823	


	 112-1873C	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243983735	


	 112-1873J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981830	


	 112-1874J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981847	


	 112-1875C	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243983759	


	 112-1875J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981854	


	 112-1876J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981861	


	 112-1877J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981878	


	 112-1878J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981885	


	 112-1879J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981892	


	 112-1880J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981908	


	 112-1881J	 10	 SOLID	 20	 4	 .151	 30	 30	 30	 37	 048243981915	


	 112-3401A	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243628131	


	 112-3401BR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995202	


	 112-3401M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228027	


	 112-3402A	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243628148	


	 112-3402BR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995219	


	 112-3402M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228126	


	 112-3403A	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243628223	


	 112-3403BR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995226	


	 112-3403M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228225	


	 112-3404M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228324


	 112-3405A	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243126415
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


	 112-3405BR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995233	


	 112-3405M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228423	


	 112-3406M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228478	


	 112-3407M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228379	


	 112-3408M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228522	


	 112-3409M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228577	


	 112-3410M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228621	


	 112-3411M	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243228669	


	 112-3431J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992317	


	 112-3432J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992324	


	 112-3433J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992331	


	 112-3434J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992348	


	 112-3435J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992355	


	 112-3436J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992362	


	 112-3437J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992379	


	 112-3438J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992416	


	 112-3439J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992423	


	 112-3440J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992409	


	 112-3441J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243992430	


	 112-3451J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989911	


	 112-3452J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989928	


	 112-3453J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989935	


	 112-3454J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989942	


	 112-3455J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989959	


	 112-3456J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989966	


	 112-3457J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989973	


	 112-3458J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989980	


	 112-3459J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243989997	


	 112-3460J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243990009	


	 112-3461J	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243990016	


	 112-3471CR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995240	


	 112-3472CR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995257	


	 112-3473CR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995264	


	 112-3475CR	 14	 19	 15	 4	 0.110	 15	 15	 15	 16	 048243995271	


	 112-3601A	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243628995	


	 112-3602A	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243629497	
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


	 112-3603A	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243629749	


	 112-3605A	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243629770	


	 112-3601BR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995288	


	 112-3601M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229024	


	 112-3602BR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995295	


	 112-3602M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229123	


	 112-3603BR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995301	


	 112-3603M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229222	


	 112-3604M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229321	


	 112-3605BR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995318	


	 112-3605M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229420	


	 112-3606M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229475	


	 112-3607M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229376	


	 112-3608M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229529	


	 112-3609M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229574	


	 112-3610M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229628	


	 112-3611M	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243229666	


	 112-3631J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993314	


	 112-3632J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993321	


	 112-3633J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993338	


	 112-3634J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993345	


	 112-3635J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993352	


	 112-3636J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993369	


	 112-3637J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993376	


	 112-3638J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993383	


	 112-3639J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993390	


	 112-3640J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993406	


	 112-3641J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243993413	


	 112-3651J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990115	


	 112-3652J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990122	


	 112-3653J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990139	


	 112-3654J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990146	


	 112-3655J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990153	


	 112-3656J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990160	


	 112-3657J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990177	


	 112-3658J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990184	
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


	 112-3659J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990191	


	 112-3660J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990207	


	 112-3661J	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243990214	


	 112-3671CR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995493	


	 112-3672CR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995509	


	 112-3673CR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995516	


	 112-3675CR	 12	 19	 15	 4	 0.130	 20	 20	 20	 24	 048243995523	


	 112-3801A	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243630820	


	 112-3802A	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243630172	


	 112-3803A	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243630226	


	 112-3805A	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243290390	


	 112-3801BR	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243995325	


	 112-3801C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243229994	


	 112-3801J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230006	


	 112-3801M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230020	


	 112-3802BR	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243995332	


	 112-3802C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230099	


	 112-3802J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230105	


	 112-3802M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230129	


	 112-3803BR	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243995349	


	 112-3803C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230198	


	 112-3803J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230204	


	 112-3803M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230228	


	 112-3804J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230303	


	 112-3804M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230327	


	 112-3805BR	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243995356	


	 112-3805C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230440	


	 112-3805J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230402	


	 112-3805M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230426	


	 112-3806J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230457	


	 112-3806M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230471	


	 112-3807J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230358	


	 112-3807M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230372	


	 112-3808J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230501	


	 112-3808M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230525	


	 112-3809J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230556	
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Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


	 PRODUCT	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 CODE	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.			 
			   STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


	 112-3809M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230563	


	 112-3810J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230600	


	 112-3810M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230617	


	 112-3811J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230655	


	 112-3811M	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243230662	


	 112-3871C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243988716	


	 112-3871J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983810	


	 112-3872C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243988723	


	 112-3872J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983827	


	 112-3873C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243988730	


	 112-3873J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983834	


	 112-3874J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983841	


	 112-3875C	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243988754	


	 112-3875J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983858	


	 112-3876J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983865	


	 112-3877J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983872	


	 112-3878J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983889	


	 112-3879J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983896	


	 112-3880J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983902	


	 112-3881J	 10	 19	 20	 4	 0.165	 30	 30	 30	 39	 048243983919
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	 XX	 Color Add Code (see chart)
	 * 	 Per Table 310-16 NEC®


	 **	� For termination to equipment for circuits rated 100 amperes or less or marked for size 14 through 1 AWG conductors. 
Also for MTW used in wet locations or exposed to oil or coolant.


	 ***	� For termination to equipment for circuits rated over 100 amperes or marked for conductors larger than 1 AWG. 
Also for THWN-2 exposed to oil or coolant and MTW in dry locations.


	 ****	 For THHN used in dry locations and THWN-2 used in wet or dry locations. For ampacity derating purposes.







Circuit Sized THHN/THWN
Vinylon® PVC/Nylon


Color Available (Product Code 6th and 7th Digits)


	 AWG	 BLACK	 WHITE	 RED	 BLUE	 GREEN	 ORANGE	 YELLOW	 BROWN	 PURPLE	 GREY	 PINK
	 SIZE	 01	 02	 03	 04	 05	 06	 07	 08	 09	 10	 11


	 PACKAGE CODE	 A	 B	 C	 J	 M


	 SIZE	 25'	 50'	 100'	 500'	 2,500'
		  SPOOL	 SPOOL	 SPOOL	 SPOOL	 REEL


	 14 SOLID	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X 


	 12 SOLID	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X


	 10 SOLID	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X


	 14 STRAND	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X


	 12 STRAND	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X


	 10 STRAND	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X


	 14, 12 SOLID &
	 X	 X	 X	 X	 X 


	 STRAND


	 10 SOLID &	 X	 X	 X	 X	 X 
	 STRAND
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Building Wire


APPLICATIONS 
For use primarily in residential wiring, including branch circuits for outlets, switches, 
etc. May be installed in both exposed and concealed work in normally dry locations. 
May be installed in air voids of masonry block or tile walls where these walls are not 
subject to excessive moisture or dampness. May be installed in locations with  
temperatures up to 90°C, but with the ampacity limited to that of 60°C conductors. 
Added Circuit: For use primarily in residential wiring for branch circuits supplying  
outlets located in bedrooms and other areas. Has two separate neutrals so one cable 
can be used to run two circuits when sharing of a neutral is not allowed.
CONDUCTORS 
Solid conductors: Soft, uncoated copper per ASTM-B3
Stranded conductors: Uncoated copper per ASTM-B3 and ASTM B8
CONDUCTOR INSULATION AND JACKET 
Color-coded PVC (polyvinyl chloride), rated 90°C dry with clear nylon (polyamide).
Added Circuit: Color-coded PVC rated 90°C: black, white, red and white with red 
stripe. Insulated conductors also jacketed with clear nylon (polyamide).
GROUNDING CONDUCTOR 
Soft, uncoated copper per ASTM-B3
ASSEMBLY 
Two-conductor constructions have the insulated conductors laid parallel. Ground  
wire is wrapped with paper and laid parallel between the insulated conductors. The  
entire construction is wrapped with a paper separator before applying the jacket. 
Three-conductor constructions have the insulated conductors twisted together or laid 
parallel to each other. Ground wire is wrapped with paper and twisted together or laid 
parallel to the insulated conductor.
JACKET 
30 mil-thick PVC (polyvinyl chloride) jacket applied over the complete assembly
14-2, 14-2-2 & 14-3 w/ground: white
12-2, 12-2-2 & 12-3 w/ground: yellow
10-2 & 10-3 w/ground: orange
8 AWG or larger: black
INDUSTRY STANDARDS 
UL 83 File # E 15119
UL 719 Non-Metallic Sheathed Cable File #E9810
ASTM-B3
ASTM-B8
Fed. Spec. A-A-59544
NFPA70: NEC®


RoHS Compliant
SURFACE PRINT 
Sample: NM-B 14-2 W/G 600V Cirtex-A (UL)


NM-B Wire
Cirtex® Nonmetallic-Sheathed Cable


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


90°C Insulation


With Ground Wire


600 Volts
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Building Wire


NM-B Wire
Cirtex® Nonmetallic-Sheathed Cable


PRODUCT CODE
NUMBER &


PACKAGE CODE
W/GROUND


CONDUCTORS


AWG &
NO. COND.


GROUND
WIRE
AWG


INSULATION
& NYLON


THICKNESS
MILS.


CABLE
DIMENSION


MILS.


UPC
CODE


AMPACITY
AT 30°C
PER NEC®


APPROX. NET
WT. LBS./M FT.


147
W/GROUND


NO. OF
STRANDS


	 147-1462G	 14-2	 SOLID	 14	 19	 190 x 370	 15	 60	 048243163007
	 147-1462J	 14-2	 SOLID	 14	 19	 190 x 370	 15	 60	 048243162994
	 147-1662F	 12-2	 SOLID	 12	 19	 210 x 400	 20	 84	 048243163083
	 147-1662G	 12-2	 SOLID	 12	 19	 210 x 400	 20	 84	 048243163052
	 147-1862G	 10-2	 SOLID	 10	 24	 230 x 480	 30	 128	 048243163106
	 147-4002D	 8-2	 7	 10	 35	 370 x 680	 40	 208	 048243163158
	 147-4002J	 8-2	 7	 10	 35	 370 x 680	 40	 208	 048243163165
	 147-4002K	 8-2	 7	 10	 35	 370 x 680	 40	 208	 048243163172
	 147-4202D	 6-2	 7	 10	 35	 420 x 750	 55	 288	 048243163202
	 147-4202J	 6-2	 7	 10	 35	 420 x 750	 55	 288	 048243163219
	 147-4202K	 6-2	 7	 10	 35	 420 x 750	 55	 288	 048243163226
	 147-1463G	 14-3	 SOLID	 14	 19	 300	 15	 76	 048243163502
	 147-1463J	 14-3	 SOLID	 14	 19	 300	 15	 76	 048243163533
	 147-1663G	 12-3	 SOLID	 12	 19	 335	 20	 109	 048243163557
	 147-1863G	 10-3	 SOLID	 10	 24	 408	 30	 166	 048243163601
	 147-4003A	 8-3	 7	 10	 35	 515	 40	 260	 048243163462
	 147-4003A3	 8-3	 7	 10	 35	 515	 40	 260	 048243163394
	 147-4003B	 8-3	 7	 10	 35	 515	 40	 260	 048243163684
	 147-4003B9	 8-3	 7	 10	 35	 515	 40	 260	 048243163370
	 147-4003D	 8-3	 7	 10	 35	 515	 40	 260	 048243163653
	 147-4003G	 8-3	 7	 10	 35	 515	 40	 260	 048243163644
	 147-4003J	 8-3	 7	 10	 35	 515	 40	 260	 048243163660
	 147-4003K	 8-3	 7	 10	 35	 515	 40	 260	 048243163677
	 147-4003M	 8-3	 7	 10	 35	 515	 40	 260	 048243163699
	 147-4203A	 6-3	 7	 10	 35	 675	 55	 366	 048243163738
	 147-4203A3	 6-3	 7	 10	 35	 675	 55	 366	 048243163417
	 147-4203B	 6-3	 7	 10	 35	 675	 55	 366	 048243163431
	 147-4203B9	 6-3	 7	 10	 35	 675	 55	 366	 048243163745
	 147-4203D	 6-3	 7	 10	 35	 675	 55	 366	 048243163707
	 147-4203J	 6-3	 7	 10	 35	 675	 55	 366	 048243163714
	 147-4203K	 6-3	 7	 10	 35	 675	 55	 366	 048243163721
	 147-4203P	 6-3	 7	 10	 35	 675	 55	 366	 048243163996
	 147-4403J	 4-3	 7	 8	 46	 760	 70	 585	 048243163769
	 147-4403K	 4-3	 7	 8	 46	 760	 70	 585	 048243163776
	 147-4603J	 2-3	 7	 8	 46	 910	 95	 843	 048243163813	
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Added Circuit


NM-B
Cirtex® Nonmetallic-Sheathed Cable


	 PRODUCT	 INSULATED CONDUCTORS			   ALLOWABLE	
	 CODE		  BARE GROUND	 APPROX. 	 AMPACITY	 APPROX. NET
	 NUMBER	 AWG &	 NO. OF	 AWG SIZE	 O.D. MILS.	 30°C	 WT. LBS./M FT.
		  NO. COND.	 STRANDS				   PER NEC®


	 PACKAGE CODE	 G	 K


	
AWG SIZE


	 250' COIL	 1,000'
		  WRAPPED	 REEL


	 147-1464	 14-2-2	 SOLID	 14	 0.345	 15	 94
	 147-1404	 14-2-2	 SOLID	 14	 0.345	 15	 94
	 147-1664	 12-2-2	 SOLID	 12	 0.400	 20	 134
	 147-1604	 12-2-2	 SOLID	 12	 0.400	 20	 134


	 14-2-2 SOLID (147-1464)	 X
	 14-2-2 SOLID (147-1404)		  X
	 12-2-2 SOLID (147-1664)	 X
	 12-2-2 SOLID (147-1604)		  X
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	 PACKAGE CODE	 D	 G	 J	 J	 K	 P


	 W/GROUND	 15' COIL	 250' COIL	 500' COIL	 500' REEL	 1,000' REEL	 5,000' REEL
		  WRAPPED	 WRAPPED	 WRAPPED


	 14-2 SOLID (147-1462)		  X	 X
	 12-2 SOLID (147-1662)		  X	 X
	 10-2 SOLID (147-1862)		  X
	 8-2 STRANDED	 X			   X	 X
	 6-2 STRANDED	 X			   X	 X
	 14-3 SOLID (147-1463)		  X	 X
	 12-3 SOLID (147-1663)		  X
	 10-3 SOLID (147-1863)		  X
	 8-3 STRANDED	 X	 X		  X	 X
	 6-3 STRANDED	 X			   X	 X
	 4-3 STRANDED				    X	 X
	 2-3 STRANDED				    X








Building Wire


THHN/THWN-2
SLiPWireTM Self-Lubricating Polymer
Vinylon® PVC/Nylon, 8 AWG – 750 MCM


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


90°C Dry or Wet


600 Volts


No Pulling Lube  
Required


Sequential  
Foot Markings


ADDITIONAL FEATURES
Sequential footage markings — 1 AWG and larger  
Max Print® for easy ID  
Gasoline and Oil Resistant II  
Machine Tool Wire:  90°C Dry  
Appliance Wire:  105°C Dry  
Rated THHN/THWN-2:  90°C Dry or Wet


APPLICATIONS
600 volt building wire for use in commercial and industrial applications as  
specified in the NEC®. 8-1 AWG is marked VW-1. 1/0 – 750 MCM rated for CT use; 
1 AWG-750 MCM in black; rated sunlight-resistant. Pulling lube is not required with 
SLPTM (self-lubricating polymer). CT-VO-750 MCM


CONDUCTORS
Uncoated copper per ASTM-B3, ASTM-B787 (6 AWG-500 MCM), and ASTM-B8  
(600 MCM-750 MCM)


INSULATION
Color-coded, heat and moisture resistant PVC (polyvinyl chloride)


SLIP-JACKET™
Nylon (polyamide), color-coded 
SLiPWire™ THHN is self-lubricated with CerroWire's SLP-Jacket™ 
(Self-Lubricating Polymer) Technology


INDUSTRY STANDARDS
UL 83: File No. E15119 
UL 1063 (MTW): File No. E85964 
AWM: File No. E11829 
Canadian Standard C22.2 No 75 and CSA Bulletin No. 1451 
ASTM: B3, B8, B787 
WC70/ICEA S-95-658 
Federal Specification A-A-59544 
NFPA70: National Electrical Code®


RoHS Compliant


SURFACE PRINT
Sample: CERROWIRE VINYLON-A 350 KCMIL (UL) MTW or THWN-2 or THHN or  
GASOLINE AND OIL RESISTANT II or AWM FOR CT USE SUNLIGHT RESISTANT 600V - 
C(UL) TWN75 or T90 NYLON
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Building Wire


THHN/THWN-2
SLiPWireTM Self-Lubricating Polymer, Vinylon® PVC/Nylon, 8AWG – 750 MCM


PRODUCT 
CODE


NUMBER


CONDUCTORS COVERING ALLOWABLE AMPACITIES*


AWG
SIZE


NO.
OF


STRANDS


PVC
INS.


MILS.


NYLON
JKT.
MILS.


APPROX.
O.D.


INCHES


60°C
**


75°C
***


90°C
****


APPROX.
NET WT.


LBS./M FT.


UPC
CODE


	 XX 	Color Add Code (see chart)
	 * 	Per Table 310-16 NEC®


	 **	� For termination to equipment for circuits rated 100 amperes or less or marked for size 14 through 1 AWG conductors. 
Also for MTW used in wet locations or exposed to oil or coolant.


	 ***	� For termination to equipment for circuits rated over 100 amperes or marked for conductors larger than 1 AWG. 
Also for THWN-2 exposed to oil or coolant and MTW in dry locations.


	****	 For THHN used in dry locations and THWN-2 used in wet or dry locations. For ampacity derating purposes.


	 112-40XX	 8+	 19	 30	 5	 0.217	 40	 50	 55	 63	 048243631049


	 112-42XX	 6+	 19	 30	 5	 0.253	 55	 65	 75	 96	 048243631549


	 112-44XX	 4+	 19	 40	 6	 0.322	 70	 85	 95	 153	 048243632000


	 112-45XX	 3+	 19	 40	 6	 0.350	 85	 100	 110	 190	 048243632505


	 112-46XX	 2+	 19	 40	 6	 0.380	 95	 115	 130	 233	 048243633007


	 112-47XX	 1	 19	 50	 7	 0.440	 110	 130	 150	 299	 048243633502


	 112-50XX	 1/0	 19	 50	 7	 0.480	 125	 150	 170	 371	 048243634004


	 112-52XX	 2/0	 19	 50	 7	 0.524	 145	 175	 195	 459	 048243634059


	 112-54XX	 3/0	 19	 50	 7	 0.575	 165	 200	 225	 571	 048243634103


	 112-56XX	 4/0	 19	 50	 7	 0.630	 195	 230	 260	 710	 048243634158


	 112-60XX	 250	 37	 60	 8	 0.700	 215	 255	 290	 848	 048243634202


	 112-64XX	 300	 37	 60	 8	 0.750	 240	 285	 320	 1006	 048243634257


	 112-68XX	 350	 37	 60	 8	 0.802	 260	 310	 350	 1166	 048243634301


	 112-72XX	 400	 37	 60	 8	 0.847	 280	 335	 380	 1324	 048243634356


	 112-80XX	 500	 37	 60	 8	 0.930	 320	 380	 430	 1640	 048243634400


	 112-84XX	 600	 61	 70	 9	 1.030	 355	 420	 475	 1988	 048243634455


	 112-88XX	 750	 61	 70	 9	 1.136	 400	 475	 535	 2459	 048243634509
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Building Wire


THHN/THWN-2
SLiPWireTM Self-Lubricating Polymer, Vinylon® PVC/Nylon, 8AWG – 750 MCM


COLORS AVAILABLE (PRODUCT CODE 6TH AND 7TH DIGITS)
		  BLACK	 WHITE	 RED	 BLUE	 GREEN	 ORANGE	 YELLOW	 BROWN	 GREY
	 SIZE	 01	 02	 03	 04	 05	 06	 07	 08	 09
	 8 AWG					     X4


	 6 AWG					     X4


	 4 AWG					     X5


	 3 AWG					     X1


	 2 AWG					     X5


	 1 AWG	 X0	 X1	 X1	 X1	 X1 	 X1 	 X1	 X1	 X1


	 1/0 AWG	 X0	 X1	 X1	 X1	 X1 	 X1 	 X1	 X1	 X1


	 2/0 AWG	 X0	 X1	 X1	 X1	 X1 	 X1 	 X1	 X1	 X1


	 3/0 AWG	 X0	 X1	 X1	 X1	 X1 	 X1 	 X1	 X1	 X1


	 4/0 AWG	 X0	 X1	 X1	 X1	 X1 	 X1 	 X1	 X1	 X1


	 250 MCM	 X0	 X2	 X2	 X2	 X2 	 X2 	 X2	 X2	 X2


	 300 MCM	 X0	 X2	 X2	 X2	 X2 	 X2 	 X2	 X2	 X2


	 350 MCM	 X0	 X2	 X2	 X2	 X2 	 X2 	 X2	 X2	 X2


	 400 MCM	 X0	 X3	 X3	 X3	 X3 	 X3 	 X3	 X3	 X3


	 500 MCM	 X0	 X2	 X2	 X2	 X2 	 X2 	 X2	 X2	 X2


	 600 MCM	 X0	 X3	 X3	 X3	 X3 	 X3 	 X3	 X3	 X3


	 750 MCM	 X0


	 PACKAGE	
	 CODE	 J	 K	 L	 R	 M	 Q	 04	 P	 08	 09	 11	 12	 14	 15


	 SIZE	 500'	 1,000'	 1,500'	 2,000'	 2,500'	 4,000'	 4,500'	 5,000'	 8,000'	 9,000'	 11,000'	 12,000'	 14,000'	 15,000'
		  REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL	 REEL
	 8 AWG	 X3	 X3			   X3			   X3


	 6 AWG	 X3	 X3			   X3			   X3


	 4 AWG	 X3	 X3						      X3


	 3 AWG								        X3


	 2 AWG	 X3	 X3						      X3


	 1 AWG	 X1	 X1			   X1			   X2						      X1


	 1/0 AWG	 X1	 X1			   X1			   X2		  X1		  X1


	 2/0 AWG	 X1	 X1			   X1			   X2	 X1				    X1


	 3/0 AWG	 X1	 X1			   X1			   X2			   X1


	 4/0 AWG	 X1	 X1			   X1			   X2		  X1


	 250 MCM	 X1	 X1			   X2			   X1


	 300 MCM	 X1	 X1			   X2		  X1


	 350 MCM	 X1	 X1			   X2			   X1


	 400 MCM	 X1	 X1		  X2		  X1


	 500 MCM	 X1	 X1		  X	 X2	 X1


	 600 MCM	 X1	 X1		  X2


	 750 MCM	 X1	 X1	 X1


0	 Only black 8 AWG and larger are rated sunlight resistant	 3	 Only available in 2,000' reels
1	 Only available in 5,000' reels	 4	 Only available in 500', 1,000', 2,500', 5,000' reels
2	 Only available in 2,500' reels	 5	 Only available in 500', 1,000', 5,000' reels


1	 Available in black only	
2	 Available in all colors except purple and pink
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Underground Feeder Cable


UF-B
Cirtuf® Underground 
Feeder Cable


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


90°C Insulation


600 Volts


Sunlight-Resistant
Jacket


APPLICATIONS
For use underground as a feeder or branch circuit cable where provided with  
overcurrent protection of the rated ampacity as specified by the NEC®. Direct burial 
in the earth is permitted. May be installed as interior wiring in wet, dry, or corrosive 
locations as specified by the NEC® May be installed as nonmetallic-sheathed cable as 
specified in NEC® Section 340.10(4). May be installed in locations with temperatures up 
to 90°C but with the ampacity limited to that of 60°C conductors.


CONDUCTORS
• Solid conductors: Soft, uncoated copper per ASTM-B3 
• Stranded conductors: Uncoated copper per ASTM-B3 and ASTM-B8


CONDUCTOR INSULATION AND JACKET
• Color-coded PVC (polyvinyl chloride), rated 90°C dry 
• Insulated conductors also jacketed with clear nylon (polyamide)


GROUNDING CONDUCTOR
• Soft, uncoated copper per ASTM-B3


ASSEMBLY
• �Insulated conductors are laid parallel with a bare grounding conductor


JACKET
• �A gray, sunlight-resistant PVC (polyvinyl chloride) is applied directly over and around 


the insulated and bare conductors


INDUSTRY STANDARDS
• UL 83 (insulated conductors) File No. E15119 
• �UL 493 Thermoplastic-Insulated Underground Feeder and Branch Circuit Cables - 


File No. E26403
• ASTM-B3 
• ASTM-B8 
• Federal Specification A-A-59544 
• NFPA70: National Electrical Code®


• RoHS Compliant


SURFACE PRINT
• Sample: TYPE UF-B SUN-RES SIZE 12-2 W/G CIRTUF-A 600V (UL)


A Marmon Wire & Cable/ 
Berkshire Hathaway CompanyREV-07/2010


Electrical Division: 800.523.3869 | FAX 877.877.9563 
Consumer Markets Division: 866.572.3776 | FAX 812.793.2626
www.cerrowire.com







Underground Feeder Cable


Marmon Group is a  
Berkshire Hathaway Holding


A division of Marmon Group


www.cerrowire.com


UF-B
Cirtuf® Underground Feeder Cable


	
PRODUCT 


CODE
NUMBER 


W/GROUND


CONDUCTORS


AWG NO.
CONDS.


NO. OF
STRANDS


CABLE DIM.
MILS.


APPROX.
NET WT.


LBS./M FT.


UPC
CODE


PVC/NYLON JACKET
SIZE STRAND


GROUND WIRE


THICKNESS MILS. WITH GROUND


	138-1402AR	 14-2	 SOLID	 19	 30	 14	 1	 190 x 400	 67	 48243984091
	138-1402BR	 14-2	 SOLID	 19	 30	 14	 1	 190 x 400	 67	 48243266036
	138-1402CR	 14-2	 SOLID	 19	 30	 14	 1	 190 x 400	 67	 48243266043
	 138-1402K	 14-2	 SOLID	 19	 30	 14	 1	 190 x 400	 67	 48243266012
	138-1602AR	 12-2	 SOLID	 19	 30	 12	 1	 190 x 450	 96	 48243984008
	138-1602BR	 12-2	 SOLID	 19	 30	 12	 1	 190 x 450	 96	 48243266081
	138-1602CR	 12-2	 SOLID	 19	 30	 12	 1	 190 x 450	 96	 48243266098
	 138-1602J	 12-2	 SOLID	 19	 30	 12	 1	 190 x 450	 96	 48243265985
	 138-1602K	 12-2	 SOLID	 19	 30	 12	 1	 190 x 450	 96	 48243266067
	138-1802AR	 10-2	 SOLID	 24	 30	 10	 1	 240 x 520	 139	 48243266128
	138-1802BR	 10-2	 SOLID	 24	 30	 10	 1	 240 x 520	 139	 48243266135
	138-1802CR	 10-2	 SOLID	 24	 30	 10	 1	 240 x 520	 139	 48243266142
	 138-1802J	 10-2	 SOLID	 24	 30	 10	 1	 240 x 520	 139	 48243166114
	 138-1802K	 10-2	 SOLID	 24	 30	 10	 1	 240 x 520	 139	 48243266111
	 138-4002J	 8-2	 7	 35	 45	 10	 1	 220 x 690	 223	 48243266166
	 138-4002K	 8-2	 7	 35	 45	 10	 1	 220 x 690	 223	 48243266173
	 138-4202D	 6-2	 7	 35	 45	 10	 1	 390 x 695	 304	 48243266203
	 138-4202J	 6-2	 7	 35	 45	 10	 1	 390 x 695	 304	 48243266210
	 138-4202K	 6-2	 7	 35	 45	 10	 1	 390 x 695	 304	 48243266227
	 138-4202T	 6-2	 7	 35	 45	 10	 1	 390 x 695	 304	 48243666256
	138-1403AR	 14-3	 SOLID	 19	 30	 14	 1	 215 x 615	 104	 48243984015
	138-1403BR	 14-3	 SOLID	 19	 30	 14	 1	 215 x 615	 104	 48243266531
	138-1403CR	 14-3	 SOLID	 19	 30	 14	 1	 215 x 615	 104	 48243984022
	 138-1403J	 14-3	 SOLID	 19	 30	 14	 1	 215 x 615	 104	 48243166534
	 138-1403K	 14-3	 SOLID	 19	 30	 14	 1	 215 x 615	 104	 48243266517
	138-1603AR	 12-3	 SOLID	 19	 30	 12	 1	 260 x 700	 150	 48243984039
	138-1603BR	 12-3	 SOLID	 19	 30	 12	 1	 260 x 700	 150	 48243266589
	138-1603CR	 12-3	 SOLID	 19	 30	 12	 1	 260 x 700	 150	 48243984046
	 138-1603J	 12-3	 SOLID	 19	 30	 12	 1	 260 x 700	 150	 48243166565
	 138-1603K	 12-3	 SOLID	 19	 30	 12	 1	 260 x 700	 150	 48243266562
	138-1803AR	 10-3	 SOLID	 24	 30	 10	 1	 250 x 750	 212	 48243266623
	138-1803BR	 10-3	 SOLID	 24	 30	 10	 1	 250 x 750	 212	 48243266630
	138-1803CR	 10-3	 SOLID	 24	 30	 10	 1	 250 x 750	 212	 48243266647
	 138-1803J	 10-3	 SOLID	 24	 30	 10	 1	 250 x 750	 212	 48243166619
	 138-1803K	 10-3	 SOLID	 24	 30	 10	 1	 250 x 750	 212	 48243266616
	 138-4003A	 8-3	 7	 35	 45	 10	 1	 350 x 975	 340	 48243666676
	 138-4003B	 8-3	 7	 35	 45	 10	 1	 350 x 975	 340	 48243666690
	 138-4003D	 8-3	 7	 35	 45	 10	 1	 350 x 975	 340	 48243266654
	 138-4003J	 8-3	 7	 35	 45	 10	 1	 350 x 975	 340	 48243266661
	 138-4003K	 8-3	 7	 35	 45	 10	 1	 350 x 975	 340	 48243266678
	 138-4203A	 6-3	 7	 35	 45	 10	 1	 400 x 1090	 485	 48243666737
	 138-4203B	 6-3	 7	 35	 45	 10	 1	 400 x 1090	 485	 48243666744
	 138-4203D	 6-3	 7	 35	 45	 10	 1	 400 x 1090	 485	 48243266708
	 138-4203J	 6-3	 7	 35	 45	 10	 1	 400 x 1090	 485	 48243266715
	 138-4203K	 6-3	 7	 35	 45	 10	 1	 400 x 1090	 485	 48243266722
	 138-4203T	 6-3	 7	 35	 45	 10	 1	 400 x 1090	 485	 48243666805
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UF-B
Cirtuf® Underground Feeder Cable


	 PACKAGE CODE	 D	 G	 J	 K	


	 W/GROUND	 125' COIL	 250' COIL	 500' REEL	 1,000' REEL
	 AWG SIZE	 WRAPPED	 WRAPPED


	 14-2 SOLID (138-1402)		  X		  X
	 12-2 SOLID (138-1602)		  X		  X
	 10-2 SOLID (138-1802)		  X		  X
	 8-2 STRANDED			   X	 X
	 6-2 STRANDED			   X	 X
	 14-3 SOLID (138-1463)		  X
	 14-3 SOLID (138-1403)				    X
	 12-3 SOLID (138-1663)		  X
	 12-3 SOLID (138-1603)				    X
	 10-3 SOLID (138-1863)		  X		  X
	 8-3 STRANDED	 X		  X	 X
	 6-3 STRANDED	 X		  X	 X
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Service Entrance


Copper SER
Type SE, Style SER
Service Entrance


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


600 Volts


PVC Jacket


90°C Dry or Wet


APPLICATIONS
May be used as service-entrance conductors and in other applications where SE cables 
are permitted when installed as specified by NEC® Article 230. May be used in wet or 
dry locations at temperatures up to 90°C.


CONDUCTORS
Stranded conductors: Uncoated copper per ASTM-B3, ASTM-B8, and ASTM-B787


PHASE CONDUCTORS
Type THHN conductors 
Black PVC (polyvinyl chloride), rated to 90°C in wet or dry locations 
Jacketed with black nylon (polyamide) 
One phase conductor has a red stripe on its insulation surface for easy polarity  
identification


NEUTRAL CONDUCTOR
White PVC (polyvinyl chloride), rated 90°C  
Jacketed with white nylon (polyamide)


EQUIPMENT GROUND CONDUCTOR
Bare stranded copper conductor.


ASSEMBLY
Insulated and bare conductors are twisted together. 
Glass-reinforced tape is applied over conductors.


JACKET
Gray, sunlight-resistant PVC (polyvinyl chloride) jacket over the complete assembly


INDUSTRY STANDARDS
UL 83 (insulated conductors) 
UL 854 Service Entrance Cables, File No. 11098 
ASTM-B3 
ASTM-B8 
ASTM-B787 
Federal Specification A-A-59544 
NFPA70: National Electrical Code®


SURFACE PRINT
Sample: TYPE SE CABLE STYLE R TYPE THHN OR THWN CDRS 3 CDRS 6 AWG 1 CDR 6 
AWG 600V E11098-A (UL)


THHN Copper  
Conductors
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Service Entrance


Copper SER
Type SE, Style SER
Service Entrance


ALLOWABLE AMPACITIES*STRANDING
PRODUCT 


CODE 
NUMBER


SIZE/
CONSTRUCTION


AWG
PHASE


CONDUCTOR
& NEUTRAL


EQUIPMENT
GROUNDING
CONDUCTOR


APPROX.
NET WT.


LBS./M FT.


UPC 
CODE


APPROX.
O.D.


MILS.


	 136-3600J	 6-6-6-6	 7	 7	 660	 55	 65	 75	 —	 411	 048243271054


	 136-4000J	 4-4-4-6	 7	 7	 800	 70	 85	 95	 100	 595	 048243271108


	 136-4400J	 3-3-3-5	 7	 7	 905	 85	 100	 110	 110	 738	 048243271153


	 136-4800J	 2-2-2-4	 7	 7	 970	 95	 115	 130	 125	 899	 048243271207


60°C
**


90°C
****


DWELLING
*****


75°C
***


	 *	 Per Table 310-16 NEC®


	 **	� For termination to equipment for circuits rated 100 amperes or less, or marked for 14 AWG through 1 AWG conductors. 
See Art. 110.14 (C)(1) NEC®.


	 ***	� For termination to equipment for circuits rated over 100 amperes or marked for conductors larger than No. 1 AWG.  
See Art. 110.14 (C)(1) NEC®.


	 ****	 Dry or wet locations, for ampacity derating purposes.
	*****	� For dwelling units, conductors shall be permitted at listed ampacities for 120/240 volt, 3-wire, single-phase service 


conductors that supply the total load. Per Table 310-15(B)(6) NEC®.


PACKAGE CODE J


	 AWG SIZE	 500' SPOOL OR REEL


	 6-6-6-6 STRANDED	 X
	 4-4-4-6 STRANDED	 X
	 3-3-3-5 STRANDED	 X
	 2-2-2-4 SRANDED	 X
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Service Entrance Cable


Copper SEU
Type SE, Style U
Service Entrance


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


600 Volts


90°C Dry or Wet


APPLICATIONS
May be used as service-entrance conductors when installed as required by NEC® 
Article 230. May be used for branch circuits or feeders within a building as specified by 
the NEC Section 338-10.


CONDUCTORS
Stranded conductors: uncoated copper per ASTM-B3, ASTM-B8, and ASTM-B787


INSULATED CONDUCTORS
Type THHN conductors 
Black PVC (polyvinyl chloride), rated 90°C in wet or dry locations 
Jacketed with black nylon (polyamide) 
Polarity ID: A red stripe on one conductor's insulation surface


NEUTRAL CONDUCTOR
Stranded, uncoated copper per ASTM-B3, ASTM-B8, and ASTM-B787


ASSEMBLY
Parallel-laid conductors with the neutral conductor between the two insulated  
conductors. Conductors are wrapped with a fiberglass-reinforced polyester tape.


JACKET
Gray, sunlight-resistant PVC (polyvinyl chloride) over entire assembly


INDUSTRY STANDARDS
UL 83 (Insulated Conductors) 
UL 854 Service Entrance Cables, FILE NO. 11098 
ASTM-B3 
ASTM-B8 
ASTM-B787 
Federal Specification A-A-59544 
NFPA70: National Electrical Code®


SURFACE PRINT
Sample: TYPE SE CABLE STYLE U TYPE THHN OR THWN CDRS 2 CDRS?  
6 AWG 1 CDR 8 AWG 600V E11098-A (UL)


THHN Copper  
Conductors
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Service Entrance Cable


Copper SEU
Type SE, Style U
Service Entrance


ALLOWABLE AMPACITIES*2 CONDUCTORS
PRODUCT 


CODE 
NUMBER AWG


SIZE
AWG
SIZE


NO. OF
STRANDS


NO. OF
STRANDS


BARE NEUTRAL
APPROX.
NET WT.


LBS./M FT.


UPC
CODE


APPROX.
O.D.


STRANDS


	 130-3200G	 8-8	 7	 8	 7	 400 x 710	 40	 50	 55	 –	 241	 048243269303


	 130-3200J	 8-8	 7	 8	 7	 400 x 710	 40	 50	 55	 –	 241	 048243269327


	 130-3200M											           048243269334


	 130-3400F	 6-6	 7	 8	 7	 400 x 770	 55	 65	 75	 –	 313	 048243269358


	 130-3400J	 6-6	 7	 8	 7	 400 x 770	 55	 65	 75	 –	 313	 048243269372


	 130-3600E	 6-6	 7	 6	 7	 400 x 790	 55	 65	 75	 –	 348	 048243269402


	 130-3600J	 6-6	 7	 6	 7	 400 x 790	 55	 65	 75	 –	 348	 048243269426


	 130-3800E	 4-4	 7	 6	 7	 470 x 950	 70	 85	 95	 100	 486	 048243269457


	 130-3800J	 4-4	 7	 6	 7	 470 x 950	 70	 85	 95	 100	 486	 048243269471


	 130-4000E	 4-4	 7	 4	 7	 470 x 1030	 70	 85	 95	 100	 533	 048243269501


	 130-4000J	 4-4	 7	 4	 7	 470 x 1030	 70	 85	 95	 100	 533	 048243269525


	 130-4200J	 3-3	 7	 5	 7	 500 x 1040	 85	 100	 110	 110	 588	 048243269570


	 130-4400J	 3-3	 7	 3	 7	 500 x 1050	 85	 100	 110	 110	 647	 048243269624


	 130-4600J	 2-2	 7	 4	 7	 565 x 1100	 95	 115	 130	 125	 721	 048243269679


	 130-4800J	 2-2	 7	 2	 7	 565 x 1200	 95	 115	 130	 125	 802	 048243269723


60°C
**


90°C
****


DWELLING
*****


75°C
***


	 *	 Per Table 310-16 NEC®


	 **	 For termination to equipment for circuits rated 100 amperes or less or marked for 14 AWG through 1 AWG conductors.
	 ***	 For termination to equipment for circuits rated over 100 amperes or marked for conductors larger than 1 AWG.
	 ****	 Dry locations.
	*****	� For dwelling units, conductors shall be permitted at listed ampacities for 120/240 volt, 3-wire, single-phase service 


conductors that supply the total load. Per Table 310-15 (B)(6) NEC®.


PACKAGE CODE E F G J


	 AWG SIZE	 150' COIL	 200' COIL	 250' COIL	 500' REEL


	 8-8-8 STRANDED			   X	 X


	 6-6-8 STRANDED		  X		  X


	 6-6-6 STRANDED	 X			   X


	 4-4-6 STRANDED	 X			   X


	 4-4-4 STRANDED	 X			   X


	 3-3-5 STRANDED				    X


	 3-3-3 STRANDED				    X


	 2-2-4 STRANDED				    X


	 2-2-2 STRANDED				    X


	 2/0-2/0-2/0 STRANDED				    X
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Building Wire


THHN/THWN
Striped Neutrals Vinylon® PVC/Nylon, 
14 AWG – 8 AWG


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


90°C Dry / 75°Wet


600 Volts


ADDITIONAL FEATURES
Gasoline and Oil Resistant II  
Machine Tool Wire (Stranded):  90°C Dry  
Appliance Wire:  105°C Dry  
8 AWG Rated THHN/THWN-2:  90°C Dry or Wet


APPLICATIONS
600 volt building wire for use in commercial and industrial applications as specified  
in the NEC®. Marked VW-1. Neutrals with color coding stripes


CONDUCTORS
Solid conductors: Uncoated copper per ASTM-B3.  
Stranded conductors: Uncoated copper per ASTM-B3, ASTM-B787


INSULATION
Color-coded, heat and moisture resistant PVC (polyvinyl chloride)


JACKET
Nylon (polyamide), clear on 14 AWG-10 AWG colors. Nylon on 8 AWG color-coded


INDUSTRY STANDARDS
UL 83: File No. E15119 
UL 1063 (MTW): File No. E85964 
AWM: File No. E11829 
Canada Standard C22.2 No. 75 and CSA Bulletin No. 1451 
ASTM: B3, B8, B787 
WC70/ICEA S-95-658 
Federal Specification A-A-59544 
NFPA-70: National Electrical Code®


SURFACE PRINT
Sample: CERRO WIRE VINYLON-A 14 AWG (UL) MTW or THWN-2 or THHN or GASOLINE 
AND OIL RESISTANT II or AWM 600V—C(UL) TWN75 or T90 NYLON VW-1
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Building Wire


THHN/THWN
Vinylon® PVC/Nylon, 14 AWG – 8 AWG


	 CONDUCTORS	 COVERING		  ALLOWABLE AMPACITIES*


	 AWG	 NO. 	 PVC	 NYLON	 APPROX.				    APPROX.
	 SIZE	 OF	 INS. 	 JKT. 	 O.D. 	 60°C	 75°C	 90°C	 NET. WT.	
		  STRANDS	 MILS.	 MILS.	 INCHES	 **	 ***	 ****	 LBS./M FT.


		  WHITE	 WHITE	 WHITE	 WHITE	 WHITE	 WHITE	 WHITE	 GREEN	 GRAY	 GRAY	 GRAY
		  with 	 with	 with	 with	 with	 with	 with	 with	 with	 with	 WITH
		  GREEN 	 BLACK	 RED	 BLUE	 ORANGE	 YELLOW	 BROWN	 YELLOW	 YELLOW	 ORANGE	 BROWN
		  STRIPE	 STRIPE	 STRIPE	 STRIPE	 STRIPE	 STRIPE	 STRIPE	 STRIPE	 STRIPE	 STRIPE	 STRIPE


	 * 	Per Table 310-16 NEC®


	 **	� For termination to equipment for circuits rated 100 amperes or less or marked for size 14 through 1 AWG conductors. 
Also for MTW used in wet locations or exposed to oil or coolant.


	 ***	� For termination to equipment for circuits rated over 100 amperes or marked for conductors larger than 1 AWG. 
Also for THWN-2 exposed to oil or coolant and MTW in dry locations.


	****	 For THHN used in dry locations and THWN-2 used in wet or dry locations. For ampacity derating purposes.


All products available in 500 ft. spools and 2,500 ft. reels except for 8 strand.
The last character in the part number is the package code: J = 500' spool, M = 2,500' reel
1 Available only as a special cut reel.


	 14	 SOL	 15	 4	 0.104	 15	 15	 15	 15


	 12	 SOL	 15	 4	 0.120	 20	 20	 20	 23 


	 10	 SOL	 20	 4	 0.151	 30	 30	 30	 37


	 14	 19	 15	 4	 0.110	 15	 15	 15	 16


	 12	 19	 15	 4	 0.130	 20	 20	 20	 24


	 10	 19	 20	 4	 0.165	 30	 30	 30	 39


	 8	 19	 30	 5	 0.217	 40	 50	 55	 63


	 14 STRAND	 112-3452SX							       112-3475SX


	 14 SOLID	 112-1452SX 


	 12 STRAND	 112-3652SX	 112-3612SX	 112-3632SX	 112-3642SX	 112-3662SX	 112-3672SX	 112-3682SX	 112-3675SX	 112-3670SX	 112-3660SX	 112-3680SX


	 12 SOLID	 112-1652SX	 112-1612SX	 112-1632SX	 112-1642SX	 112-1662SX	 112-1672SX	 112-1682SX	 112-1675SX


	 10 STRAND	 112-3852SX	 112-3812SX	 112-3832SX	 112-3842SX	 112-3862SX	 112-3872SX	 112-3882SX	 112-3875SX


	 10 SOLID	 112-1852SX	 112-1812SX	 112-1832SX	 112-1842SX	 112-1862SX	 112-1872SX	 112-1882SX	 112-1875SX		  112-3860SX


	 8 STRAND								        112-4075SX1
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Multipurpose


TFFN
Vinylon® PVC/Nylon


©2010, Cerro Wire LLC
All Rights Reserved


MADE IN THE USA


600 Volts


90°C Insulation


APPLICATIONS
For use in fixture wire, machine tool wire, or as appliance wiring material as  
specified in the National Electrical Code®. When used as TFFN it may be used at 
temperatures not to exceed 90°C in dry locations. When used as MTW it may be  
used at temperatures not to exceed 60°C in wet locations or when exposed to oil or 
coolant. May be used at temperatures up to 90°C in dry locations (ampacity limited to 
that of a 75°C conductor temperature per NFPA 79). When used as AWM, conductor 
temperatures are not to exceed 105°C in dry locations. Gasoline and oil-resistant II for 
flexing service.


CONDUCTORS
Uncoated soft copper per ASTM-B3 and ASTM-B174 


INSULATION
Color-coded, heat and moisture resistant PVC (polyvinyl chloride)


JACKET
Clear nylon (polyamide)


INDUSTRY STANDARDS
UL 62 – Fixture Wire 
UL 1063 – Machine Tool Wire 
ASTM-B3 
ASTM-B174 
NFPA70: National Electrical Code®


RoHS Compliant


SURFACE PRINT
Sample: CERROWIRE VINYLON-A 18 AWG (UL) MTW OR TFFN OR  
GASOLINE AND OIL RESISTANT II 600V OR AWM


Fixture, Machine 
Tool, or Appliance
Wiring Material
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Multipurpose


TFFN
Vinylon® PVC/Nylon


ALLOWABLE AMPACITIES*CONDUCTORSPRODUCT 
CODE 


NUMBER AWG
SIZE


NO. OF
STRANDS


PVC
INS. MILS.


NYLON
JKT. MILS.


COVERING APPROX.
NET WT.


LBS./M FT.


APPROX.
O.D.


INCHES


UPC
CODES


	 113-1001J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226009
	 113-1002J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226108
	 113-1003J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226207
	 113-1004J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226306
	 113-1005J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226405
	 113-1006J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226450
	 113-1007J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226351
	 113-1008J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226504
	 113-1009J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226559
	 113-1010J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226603
	 113-1011J	 18	 16	 15	 4	 88	 6	 7	 8	 048243226658
	 113-1201J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227006
	113-1201M	 16	 26	 15	 4	 98	 8	 10	 11	 048243227020
	 113-1202J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227105
	113-1202M	 16	 26	 15	 4	 98	 8	 10	 11	 048243227129
	 113-1203J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227204
	113-1203M	 16	 26	 15	 4	 98	 8	 10	 11	 048243227228
	 113-1204J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227303
	113-1204M	 16	 26	 15	 4	 98	 8	 10	 11	 048243227327
	 113-1205J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227402
	113-1205M	 16	 26	 15	 4	 98	 8	 10	 11	 048243227426
	 113-1206J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227457
	 113-1207J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227358
	 113-1208J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227501
	 113-1209J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227556
	 113-1210J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227600
	 113-1211J	 16	 26	 15	 4	 98	 8	 10	 11	 048243227655


TFFN
*


MTW
**


	 XX	Color Add Code (see chart)
	 *	TFFN Per Table 402.5 OF NFPA70, NEC® 2005 edition
	 **	MTW Per NFPA79
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Multipurpose


TFFN
Vinylon® PVC/Nylon


PACKAGE CODE J M


	 AWG SIZE	 500' SPOOL/ 2,000' CTN.	 2,500' REEL
	 18 STRANDED	 X1


	 16 STRANDED	 X1	 X1


COLORS AVAILABLE (PRODUCT CODE 6TH AND 7TH DIGITS)


	 AWG	 BLACK	 WHITE	 RED	 BLUE	 GREEN	 ORANGE	 YELLOW	 BROWN	 PURPLE	 GRAY	 PINK
	 SIZE	 01	 02	 03	 04	 05	 06	 07	 08	 09	 10	 11
	 18 STRANDED	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X
	 16 STRANDED	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X	 X


1	� 18 500' reels are stocked in black, white, red, blue, green, orange, yellow, brown, purple, gray, and pink. 
16 500' reels are stocked in black, white, red, blue, green, orange, yellow, brown, purple, gray, and pink. 


2	 2,500' reels not available in orange, yellow, brown, purple, gray and pink.


1	� 18 500' reels are stocked in black, white, red, yellow, green, orange, brown, purple, gray, pink and blue. 
16 500' reels are stocked in black, white, red, blue, green, orange, yellow, brown, purple, gray, and pink. 


2	 2500' reels not available in orange, yellow, brown, purple, gray and pink.
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